| SPECIFICATIONS

CIRCUIT:
POWER OUTPUT:

POWER BANDWIDTH:

FREQUENCY RESPONSE:

THD.:

ILM.D.:

RESIDUAL NOISE:
CROSSTALK:

INPUT SENSITIVITY:
INPUT IMPEDANCE:

SLEW RATE:
PHASE SHIFT:

DAMPING FACTOR:

POWER CONSUMPTION:

FEATURE:

SUBSONIC FILTER:
MAINS VOLTAGES:
DIMENSIONS:
WEIGHT:

OTHER ACCESSORIES:

Fully complementary direct coupled D.C. output amp utilising dual rail power supply
RMS. 75W+75W (8£2 both channels driven)

RMS. 90W+90W (8£2 single channel driven)

10Hz — 50KHz (0.05%, —3dB)

+0
0.1 dB 20Hz — 650KHz

‘:01 dB 7Hz — 100KHz

< 0.03% (882 75W)

<0.03% (82 75W 70Hz : 7TKHz=4:1)
< 0.5mV (94dB)

> —70dB

680mV

Fixed 270K + 180pF

Variable 80K — 100K + 180pF

20 volts/u sec.

Leading 90° at 4Hz

Lagging 90° at 100KHz

Less than 20° at 20Hz — 20KHz

70 (852 1W up to 40 KHz)

30 —280 W

Peak indicating logarithmic V.U. meter
—60dB +3dB Attack time 2 milli seconds
Fall time 1 second

0dB corresponds to 75 watts each channel
12dB/oct 13Hz

100/117/220/240V

(W) 476mm (18-3/4") x (D) 244mm (9-5/8") x (H) 182mm (7-3/16")
15.5Kgs (34 Lbs)

2-channel speaker selector

2-channel input pin jack switchable, input 1 with level control
Extra mains output (unswitched)



SPECIFICATIONS

COMPONENTS:
FREQUENCY RESPONSE:
OUTPUT VOLTAGE:

OUTPUT IMPEDANCE:
INPUT SENSITIVITY:

INPUT IMPEDANCE:

S/N RATIO:

PHONO INPUT VOLTAGE:
EQUALIZER:
TONE CONTROL

FILTER:

LOW FREQUENCY TRIMMER
ANNEXED CONTROLS
DEMENSIONS:

WEIGHT:

SILICON TRANSISTORS (49)
DIODES (8}

10~50,000Hz, less than - 1dB(AUX)
1v{rated) 7v{max.)

PRE. QUT. 100Q

PHONO-1/2: 2mV

AUX-1/3: 110mV (leve! adjustable)
AUX-2: 110mV

microphone: 2-3mV

Tape-1/2: 110mV

PHONO-1: 100.50.30K{i{selection)
PHONO-2: 50KQ

AUX-1/3: 50K

AUX-2: 100KQ

MICROPHONE: 50KQ
TAPE-1/2: 130K Q

PHONO: 63dB

AUX: 80dB

MICROPHONE: 59dB

TAPE: 80dB

more than 300mV

RIAA 30 ~15,000Hz{+0.3dB)

LUX type NF turnover frequency
selection

Bass frequency selection: 150,300,
600Hz

Treble frequency selection: 1.5K,
3K, 6KHz

LOW CUT: 26Hz, 60H2

HIGH CUT: 7KHz, 12KHz
+0.6dB (250Hz)

ATTENUATOR, HEADPHONE
AMPLIFIER (80mV output)

TAPE REPRINT SWITCH, etc.
476mmi{w} (18-3/4") x 244mm (D)
{9-5/8") x 182mm{(H) (7-3/16")
8.8kgs(19Lbs)



